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1. Uwwnwlhwpupdwh dwyuyp

Scope of the supply

Unyl nkjbihjulwh pinipugph wpwplw hwhnhuwgnn
pwhwgnpddwl hwdwp wihpudbon wupuquikph
dwduyb

The scope of the supply subject of this Bill of
Quantity is accessories required for operation.

2. vwpnmhwphy / Bill of Quantity

S Upurjaph
bp (22
22 Ujwpuigpnipin b vhun/npp | Lwhwlp ek Chypudkhp
o : nputf)
N. Description Measure | Quantity T Toral
e Unit price
(AMD)
L1 | Lwqbkpuyght thnpwgnhy hun .
Laser Engraver pcs
1.2. | Bplobpn wuuwnhy phpp hun .
Two-layer Plastic Sheets pcs ¥
1.3. | BJuyht gbpuwsuth huiwn 3
Digital Thermometer pcs
l4. | Puyhb 9bpdwinkupy nbuwughly hwwn
Thermal Imager pcs 1
15. | Cuquh dwqihuwljwb hwwn
i 3 1
Magnetic Drill pcs
L6. | Zwununnii/hnthnjuwlwb hnuwbph gnighs huin i
Current Probe pcs
L7. | Myupwdwjiwht uwpp huwn :
Ultrasonic Detection System pcs
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1. Uusugurvrodu unurauu

SUBJECT OF THE SUPPLY

Sty dwnnwlupupdwl wpwplw Fhwighuwind | The following items are the subject of the

hEwnlyay unypuliplipn current supply
1.1. | Lwqbkpuht thnpugphs huiwn | Laser engraver pcs
1.2. | Gplpokpn uwunhl pppe hwn | Two-layer plastic sheets pcs
1.3. | @Juht ghpdwyuh hwwn| Digital thermometer pcs
1.4. | @Jujht ghpdunntuh) nkuwughly hwn | Thermal imager pcs
1.5. | Sunui dwqihuwlub hwn| Magnetic Drill pcs
1.6. | Zwuwnwwinmb/thnthnjowlwl hnuwbph gnighs | hwwn| DC/AC current probe pcs
1.7. | Myunpwduyuwhl uwpp huin | Ultrasonic Detection apparatus pcs

2. UUSUYUruruuy SevubhqugUL NMULULLLET

TECHNICAL REQUIREMENTS OF SUPPLY
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2.1. Lwqkpuyhti thnpugphy

Laser engraver

Npuilwlwl b nkpbhlulwh honhubhsbkpp

Qualitative and technical specifications

Lwhiwwunbujwd twwpptp bnipkph ypu
thnpdwb, juipuwb b wyp wpiwnwbpbp
Juwnwpbint hwdwp: (nbu hwdbpgus 1)
Upluwinwitipught nuipwinp 500x450Ud

Onpuwl fanpnipnip 0.2-0.6uUd

®npugnuwl wpugnipniip 9000uUW/p
Yinpdwh wpwgqnipyniip 10000d/p

Lwqkph hgnpnipyniiip’ 5.59wunn
®npugphyny Yuptih Ewolounnty prpk,
wwundwuk, Yupyk, thwpnk, wyphit, Yunpk
Wnipkph hlan:

Uwippl wppuwwnnud k Corel Draw dpugph
Uhgngny:

Uwnpp wykup E niikiw wetduql 2 nupgu
Epwpjuhp:

Uwippp whwp b 1hth gnpdwpwbwght
thwphpwynpdudp:

Qupkpl hp Ukp wkwnp E ukpunh twb ubnigdub
b hwdwljuipgsh vhwbwnt pnjnp withpwdtown
pupkpp, hopdwl, jupdwb b qunbn
hupdwpwiiptbpp (Epk nputp wwppkp k), b
uwnpp gnpswpuwi yuwnpuun Jh&wljh
phpkint hwdwp withpwdbow poynp Spwgptpp:
Lo prpnp spwgpbpp whwnp k{hukl
wpunnbwgpyus b hwdwwntnkh Windows 10
Professional (64 bit) hwlwljupgh htan:

(pulh tpwphunpughpp, Epwphihpuyht
pupup, uwnph oginugnpddw b uywuwpluwb
hpwhwhqubph welwnipnibp upnwnhp &

The device is designed for drilling, graving, cutting
and other works on various materials. (see annex 1)

Working field: 500x450mm

Digging depth: 0.2-0.6mm

Engraving speed: 9000mm/min

Cutting speed: 1000mm/min

Laser power: 5.5 W

The engraver can be operated with paper, plastic,
leather, wood, acrylic, cloth materials.

The device operates with Corel Draw program.
The device should have at least 2 years warranty.
The device should be in factory packaging.

The package should also include all necessary
power and connecting cables, digging, cutting and
burning equipment (if they are different) and all

applications needed to get the device ready for
operation.

All mentioned programs should be licensed and
compatible with Windows 10 professional (64 bit)
system.

Quality assurance, guarantee card and instructions
on the usage and service of the device are
mandatory.

2.2. GpYyobpn wjwunhly phippe

Two-layer plastic sheets

Npulwlmb b nkfubplulul hunbubhsbEpp

Qualitative and technical specifications

Zunnnily yniphg ywwnpwuwndwd wpuuwnhy
phppn twhwnbtudws b juqbpugh dowljdwi, b
thnpugnuwl wphnunwbphkph, bpmig Ypuw
wwwnkpukph, wduinulutph hnpugpdwub
hunfwp:

Zmunnpymbp’ 1,50d

@Bhpph swhkpp 1200x600Ud

Qnylip wyhwnwl/ul

Ctpunkph hwunnmpniip whwp & huh
wjliyhuhly, np 2.2 YEnnwd tpdwd vwppny
thnpugpuwh wprymbpnmd winnpht ul $niip
huwnwuly pugyh:

The plastic sheets made of special material is
designed for laser processing and engraving, as well
as engraving images, names on them.

Thickness: 1.5mm

Dimensions of the sheet: 1200x600mm

Color: white/black

The thickness of the layers should be such that, as a
result of engraving with the device referred to in
point 2.2, the lower black background opens
clearly.
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Mywuwnhljp whwnp t huh juynih wpbh
dwnwquyplbph wonkgnipjut tljwwndwdp:
Qutunp k gnibuwthnpuh, nhdnpudmgyh
wpunwpht dhgunjwiph wqnkgnipiniuhg:
Mwuwnhly pEppkpp whnp L hukh
gnpswpubuyh hwpkpunpuudp wnwbg
Juwujwsplkph, pipsqusputiph b &wpkph:
(ipulh Epwphiudnpugph weljwynipniip
wwpuwnhp k

The plastic should be resistant to the effects of the
sun's rays.

It should not be discolored, deformed by the
influence of the external environment.

Plastic sheets should be in factory packaging,
without damage, scratches or cracks.

Quality assurance is mandatory.

2.3. Bjuyht ghpuwswth

Digital thermometer

Npuifwlwl b nkfubphulpud hunlubjzbbpp

Qualitative and technical specifications

Uwppp twhiwnbudus
wnpwbudnpiwnnpbph, wpdhsutph,
wynuwbph, Juhwhwlutph, whewwnhshkph,
gdkph b wpt gkpunipniiitiph whwnid
suthuwt hwdwp:

Qwinnn ghpuwunh&wibh thewljuypp -30°C -
+600°C

Eonmpyniip £19C, Yund £1%

+2.0°C" -10°C - 0°C nlugpnuud

+3.0°C" -30°C - -10°C jtigpnud
Zhnun|npmpynity/Ytn hwpwpkpulgnipnip’
20:1

Nupnuubnpyub quup 1P54

Uwppl nitith (niuwwnne b pnuuwdnpynn Bypub:
Uwppp htwpwynpnipinit niih nipdus
durduyhtt b dhpwluypnid wjwndwn Yepyny
Juwnwpky swithnudubp:

Uwnpl nith uhtish 99 YEwh gpubgdwb
hhonnnipinti:

Ulimgnulp 1 AA whuwh dwpunlng
Uwpunljngh Yyutph nbingnipiniip 30 ¢
~Bu12]}\ 250-260 gp

Quuhbpp' 175x85x75Ud

Uslimnwipujhtt gbpdwunh&wiip 0 - 50°C
Upluwinwbipuhtt pupdpnipiniip $nijh
Uwupnulhg 20004

Uwppp yhun E mibitkiw 3 mwpdw Epuspuhp
Uwppp yhtwp k1hth gnpswpubughi
thwpbpwdnpuludp:

(ipwyh Epwphiwnpughpp b uwpph

Uwppp yhkunp £ hudwywinwupombh hinbyug
uwnwiupnikph’ Q/ASFO1, IEC 61010-1, IEC
60825-1 Class 2, IEC 60529:

oquugnpduwl hpwhwlqubpp wwpunwnhp B

It is designed for non-contact measurement of
temperatures of transformers, motors, pumps,
panels, switches, lines etc.

Measured temperature range: -30°C - +600°C

Accuracy: =1°C, or +1%
£2.0°C" at -10°C - 0°C

+3.0°C" at -30°C - -10°C
Optical resolution: 20:1

Protection class: IP54

The thermometer has flashlight and backlit display.
The device can automatically make measurements
in the given time and range.

The device has internal memory with 99 data point
logging capability.

Power: 1 AA battery

Battery life: 30hours

Weight: 250-260g

Dimensions: 175x85x75mm

Working temperature: 0 - 50°C

Operating altitude above sea level: 2000m

The thermometer should have 3-year warranty
It should be in factory packaging.

The quality assurance and the manuals are
mandatory.

The device should comply with Q/ASF01, I[EC
61010-1, IEC 60825-1 Class 2, IEC 60529 standards.
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2.4. @Juht gbpuunntupy nkuwughly Thermal imager

Opuliwlwl b nkppbplulwl hunlwbpsbbpp

Qualitative and technical specifications

Uwpplb nitth tkpunbnunpdwus pdught
inkuwfughly:
Skuwfughlih YEnuwyinipiniip’ 5 Ukquiughljuby
Quwithinn eipdwunh&wbh dhgmllqu'ﬂ. -20°C -
+450°C
Thunupluwi tnwpwspp 35.7° hnphqniwlwb b
26.8° nupnuihwjwg
Uphiunwibipuhtt gkplwunh&wip’ -10°C -
+50°C
Eypwih yuihbpp’ 3,5 oy
Yunph hwdwwljubmpyniap’ 92g
Uwnpp wykwp £ htwpwynpnipnil tnw
ogunuugnpénnht Aknpny Jupqupkpb) nlniup b
Unwinkliw opjkljinhl dhtish 15ud
Uuippl nibih jwqbpuiht gnighy npuihwpnyg
dwukpp wpwgq bpwhwnekine hwdwnp:
Uwpph nith twl Micro SD wipunwpht
hhonnnipjwt pupw’ 4GB hhonnnipjudp:
Fuigh wipunwphtt hhpnnnipiniihg, uwpph nith
twl ukppht 4 GB hhonnnipinit: Uwppp
httwpuwynpnipinih £ nwjhu twb widhpwybu
Eypwith Jpw juwnwpk) bonudukp:
Uwppp whnp £ htth gnpdwpwiiught
thuwphpunpuiudp:
Qupkpl hp kg whwnp b wyupnitwlh htnbjug
nuynukunukpp htnbyjw) pwhwlikpny

v Qkpdwintupy - 1 hunn

v Ulmguwh pinly/ |hgpuynpuwb uwpp —
1 hwwn
USB dwyntju - 1 huwn
Micro SD puipun 4GB - 1 hun
Yuipqunpnn dknph gnuinh - 1 hwn
SGnpdwpuiughl winniguisuthdwh
hwjwuwnwghp - 1 hwwn
Cwhwgnpsdwb dkrtwply - 1 hwn
Ulfunuignipjut widtwghp - 1 hwwn
Quihniy ninuth - 1 hwn
Udnip Ynown ninih - 1 hun

N ®

s X6 &

The device has a built-in digital camera.
Camera resolution: 5 megapixels

Measured temperature range: -20°C - +450°C
Observation area: 35.7° horizontal and 26.8°
vertical

Working temperature: -10°C - +50°C

Screen size: 3.5 inches

Frame frequency: 9Hz

The device should be designed to allow the user to
adjust the focus manually and approach the object
up to 15 cm.

The device has a laser pointer to quickly identify
problematic parts.

The device also has a Micro SD external memory
card with 4GB memory.

In addition to external storage, the device also has
4 GB of internal storage. The device also allows you
to make notes directly on the screen.

The device should be in factory packaging.
The package should contain the following
components in the following quantities:

Thermostat - 1 pc

Power supply unit/charger: 1 pc
USB cable: 1 pc

Micro SD card 4GB: 1 pc
Adjustable wrist strap - 1 pc
Factory calibration certificate: 1 pc
Operational manual: 1 pc

Safety data sheet: 1 pc

Soft box: 1 pc

Solid hard case: 1 pc

N AR AN AT AN

2.5. Gununh dwgihuwlui

Magnetic Drill

Opulwuwl b wkjubhiulwh hunlwbpsaEpp

Qualitative and technical specifications

Uwgqhuwfub Ypniulynyg swnuithp
twpunbugwd b nwppkp pnnipyub impkph,
wn pynud twh Uknwnubph quyhntidwb

Magnetic drill is designed to do drilling works on
materials with different density, including metal.
(See Annex 2)
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wplrunnwbplbp uwnwpkint hwdwp: (Sku’
huEJus 2)

Skhuhyulwh ywpwdbnpbph b

Uwpgp wpnuhntiwy

Zqnpnupynitip’ 1200w

Qunithnipnh inpudwghdp’ 16U

Muwpuy phpugph wpwgnipniip 300/450un/p
Quyhnidwi wnwkjugnyyh unpnpnip’
50uu

Luph kplwpnipnibp’ 14744

Mnljdwl nidp 3800L

&upnuip quythynith Yud $pkigh dwypht 3174g
Uwqbhuwlwi thppubh sunhbpp 180x84ud
Lupp’ 14-15Yq

Uwippl niith wpwuqnipyub fupguignphs:
Yuwpqupkpynud £ wpwbg pubwgn:

Uwpph niith wpjuwwnng Lkdkbnibtph
hnjugdwi hwdwlwpg:

Suwyhynth thnjuwphinudp whwnp t junwpgh
htown b wpwug:

Uwppp yhup b nibbbw bub qwhywidwi U
nbknuhnudwi hwdwp twwnbu]us
hwpuwp wnnuh:

Uwippp wykwp k (huh gnpdwpwbugh
thwpbkpwynpiudp:

Quipkpl hp Uke whkwnp k ukpwnh twb uwpph
wpynp, qujihynith peithsp, htnnigh
dwnwljupupuiwb nupwb, hpdwb priwlyp,
wupnywihy Juhwbwlp, wuywhnjwgpnn
qnunhtt b wwunkpp:

Uwppp whwp £ nitakw wninfugh 1 thwpdu
Epuphihpwyhl pupun:

Apulh Epwpluwynpughpp, uwpph
pwhwgnpsdwl dkntwplp b Epuguhpught
Yunpniip ywpuwnhp B

The technical parameters are:
Class: Professional

Power: 1200W

Cartridge size: 16mm

[dle speed: 300/450

Maximum drilling depth: 50mm

Stroke: 147mm

Separation force: 3800N

Preasure at the tip of the mill: 317kg

Magnetic holder dimension: 180x84mm

Weight: 14-15kg

The device has speed adjustment

Regulation: keyless

The device has working elements cooling system.

Changing the cutter should be simple and quick.

The device should have comfortable case for
transportation and storage.

The device should be in factory packaging.
The package should include case, cutter holder,

fluid supply, push handle, protective shield, safety
belt and adapter.

The drill should have at least 1-year guarantee
card.

Quality assurance, manuals and guarantee card are
mandatory.

2.6. Zwununnni/thnpnuwljwb hnuwtph gnighs

DC/AC current probe

Apwiwlul b nkfobplulwl hunlwbhsbipp

Qualitative and technical specifications

Lwfuwnbugws £ Zwunwinnit b thnhnpuwlub
hnuwtptbph swhdwb hunfwp: (nku hwykjws
3):

Znuwbipp’ 400U

Konnipinitp' 3,5%

Pputip’ winip yjwunhl

Quithuwl Uhowluypp 1-400U

Designed for measuring DC and AC current (see
Appendix 3)

Current: 400A

Accuracy: 3.5%

Body: solid plastic
Measurement range: 1-400A
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Uhwguwl juph nnhlukpp wyhwnp k£ hukl
tpygnyt’ ul b Yupdhp, hwunwnnt hnuwtph
nhypnid &hpwn vhwgdwh hwdwp:

Uwppp whunp k {huh gnpswpwbwghb
thuwpbpuynpiuip:

Npulh tpuhuwynpughpp b pwhwgnpsidwh
Abntwplp wwpwnwunhp L

Fuigh tpgwsd thwutnwpnebphg uwpph htin
whkup E1hih bwl gnpswupubughb
unniquswihuwb wljnp:

Uwppp whwnp £ hudwuyywwnwupuwih CAT II1,
600 V unwunupuhb:

Connection cable feet should be in 2 colors: black
and red, for correct connection in case of DC
current.

The device should be in factory packaging.
Quality assurance and operational manual are
mandatory.

In addition to the above-mentioned documents,
factory calibration act should also be available.
The device should comply with CAT III, 600 V
standard.

2.7. Mpnpwduytughb uwpp

Ultrasonic detection apparatus

Npulwlwl b nkpbplulul hunlwbhsbEpp

Qualitative and technical specifications

Uwnpp Yupbjh Ehupdwupkguby wuppkp
$nityghwiibpny wphiwnwipibp Juwnwpbine
hudwp, hisujhuhp ki
Zwdwhiuubwghb qubnipnih —
huwpwynpnipnit £ nwhu nuunidbwuhply
huinpuhwpnyg Z\m]'uhpr_x‘ uwqugnyyh
hwugtkny $ntiuyghtt junypnninbtpht
Quithnudukph nkdhd — wju nkdhul wywhnynid
Ewpinwhnupbph hwynbwpbpdwi b

Uk thjulwi whwhgh £ogphun
Jupqupbkpnudukpp: (nku hwybpws 4)
Uwpph dhgngny Yupbkih Ewnkunwnply
Lkpphtt YUnbwnwljunnught vhugnudubpp,
huswhuhp ku

¢ Unwigpwluibkpp

*  Onfuwbgnudwnnuhtpp

e [Minhubkph pinjuwynpnidukpp

*  Unupgkluwwnbbkph hknwgdwi ninhutpp
¢ Qulwblkpp

e Undupkunpubkpp

* Cupdhylikpp

¢ [unnnjulukpp

e  Znuph munnipniip

¢  Uunpghnljw wpinwhnupkpp
Upwnwhnupkph nknkpp b dhugnidubpp’

e  Juwlnunulh wpwnwhnupkp

e  Yuphkp

e Gupwljuwjwubutp

e QbEpdwhnjuwbwlhsukp

*  Phugnuibkp

e  Mnuykp

The equipment can be adapted to operate with
various functions, such as:

Frequency tuning —

enables a user to tune into problematic sounds
while minimizing background interference.

Meter mode - this feature allows accurate
adjustments for leak detection and for mechanical
analysis. (see annex 4)

With this equipment can be tested:

Internal contact connections including:

e Bearings

e  Gear boxes

e Line blockage
e  Steam traps

e Valves

e Compressors
e Motors

e Pipes

e Flow direction

¢ Underground leaks

Leakage locations and connections:
e Vacuum leaks

e Welds

e  Substations

e Heat exchangers

e Seals

e Pumps

e Tanks

e  Air brakes
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e Fuphp

*  Onuyht wpgbpulukp

* Ukpghpubp

* Pnnp wbkuwlh fupdwl wpnwhnupkp

e EElpnpulub wntn

e Pundnt duyh

e Pupluhy wwhwpwiikp

Uwppp hwdwpdus t pnquynpjud

wunpfwbwluih pruwlny, pujhunhy swithhyny,

hudwhiuuwinipuh jupquynpduh
uwbngnulny, 10 yyuinunwh ynunkighnukwnpny,
plunpuwb pinljuynpmuny hwwpujubnipjui
winn quynhdusd puht uwbgnuny, swhhsh

EplrEdhu ukjklnnpuyht hnjuwbgwnhyny,

dwnpunlngny, dwpwnlngh {hgpuynpdwi

hlunhljunanpny, {hgpunjnpuiut wwpph

Jupnuyny b whwbguluytikph pithlny:

Qqunitimipiniip hwpnbwpbpnud £ 0,12740d

wnpwiwgdny wpwnwhnupp 0,35 Upl Lusdwh

nlypmd 15 dkwinp hnwnpnipinilhg:

Uwpph Yndw kb hp vk wywpnibwlnud &

*  Qhpdwjbuwiht ujubwynplwi dngny
onujht niypnpwduyutph hwpnbwpkpdwb
hwdwp

e [tknhik $nymuwglui qniy
ujutwynpdwh dwuh JEhnpnbwgduh
hudwp: Unkwunnulny Yntnwulunwghi
nhwh' ukppht wowewgnn dwjtikph huljdwh
hwilwp

e Quyuwduodwil umpp

*  Skuwniunigdwl dpwghp

e bpluwpugdwi hwpdwpuip unbkwnnuljnyh
Yntwnwljinp dhish 31 gynuydh hwughbym
hwdwp

e Udwhuinunh plunpudwb thnfjuwbewnhsny
ununulynn hwdwpwljuinpjui
qkukpwwnnp

*  Lhgpwnpuwi Yndwkn hhdbwlub
Ynpujniuh dwpunlngh b
hwdwhulubniput gkutpwnnph
thgpwynpuwt hudwp

e Upnuihitk inuth uwpph nbqudnpiwb b
nknuthnjudwi hwdwp:

Uwnpp wwpuwnhp ykwnp Ehuwpwynpnipnih

nw Juwnwplk] jud uinnigl) htinbjwp

v duyninudh b fbpuiwh wpnwhnupkph
wnljuynipenth

Y hnpunfihly duljuith qhbin

e Gaskets

e  Pressure leaks (all types)
e Electrical Arc

e  Wind noise

e Junction boxes

The equipment should be equipped metered pistol
grip, ballistic meter, frequency tuning dial, ten turn
potentiometer, numerically calibrated sensitivity
dial with selection lock, bi-modal meter selector
switch, battery, battery indicator light, battery
recharger receptacle and head set receptacle.

Sensitivity - Detects 0.127 mm dia. leak at 0.35 bar
from a distance of 15.24 m.

The set should contain the following components

e Trisonic scanning module for detection
airborne ultrasound.

*  Rubber focusing probe for narrowing reception
band of scanning module. Stethoscope (contact
type) probe for monitoring internally generated
ultrasound .

e Noise reducing headset.

e Video training tape program

¢ Extension probe kit to increase stethoscope
contact range to 31 inches.

*  Warble tone generator with amplitude
selection switch for use in tone test method.

* Battery recharge kit for main housing and
warble tone generator.

e  Aluminum carrying case for placement and
transportation of the device.

The device must be able to perform and verify the

following

¥ Pressure & Vacuum leak detection

v" Hydraulic valve inspection
v" Exhaust system leaks

¥" Heat exchangers, boilers, condensers
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v Upnwbtundwi hudwlwpgkph
wpwnwhnupkp

v Qkpuwthniwbwlhybbp, pupkp,

ntnkbuwwnnpltp

Qulwilkph b Yninkbuwnbkph

nubwnwpibph unnignud

Unwgpuiljury ikph thnpdwplynud

Cnpuwbgdwl nnuhbph quinieinih

Iugtph ywwunnihwutkp b hnpkp

<

e R

b wya
v Enjupufub quunipml

Unufwy kljinh pinhwinip pupp’ 6.44q
Uwpunyngh whwp uhlt-Yjurpthnufught
Lhgpundnpuwt jupnudp 2204

Unuyy Eljunp whnp Embkbw 5 nwpju
Epwphihpuyht puipun:

Undwy EYwnp whwnp b hiuh gnpdwpwiughi

(ipuljh Epwphiwnpughpp, &unipjui
unnniquiswihiwl hwunwwnnudp, wupph
wbdtwghpp b pwhwgnpduwb jubntbkpp
wjupuunhp ki

Undyy Eljnp yhnp Ehudwywnwuwih

unwbiqupunibpht:

Uwlpudwub dvkwthfulwh quinipnth
Swpwlkp, junnnuljikp, hkpdtnhynienil

Upnudhtik ninuthh swihbpl b 381x559x178ud

thuwptpwnpdwdp wpynudht Ynbnkjikpnad:

ASTM-1002-96,ASTM E1002-93, CE, ANSI, OSHA

\

Valve & steam trap inspection

Bearing testing

Gear box inspection

Cockpit window/hatch
General mechanical inspection
Tanks, pipes, leak testing, etc.

LN ST

v" Electrical inspection

Aluminum case dimentions are: 381x559x178mm
Whole set weight is: 6.4kg

Battery type: Nickel-cadmium

Recharging voltage: 220V

The set should have 5 years warranty.

The set should be in factory packaging in
aluminum case.

Quality assurance, accuracy confirmation,
equipment passport and operational manuals are
mandatory.

The set should comply withASTM-1002-96, ASTM
E1002-93, CE, ANSI, OSHA standards.

3. vusugururvuvyr gcuvouuur

TIME OF SUPPLY

3.1 Uwunwljuwpupnudp whwnp  junwpgh 45
opju pupwugpnid

3.1 The supply should be carried out within 45 days

4. UUSUQUruruuu Ser

PLACE OF SUPPLY

“Bnupnin@npw) Zhnpn Ywuluy” @LC-h
wuwhbuwnp (punnibdwl i) qunbynud | 22

Ujnithph dwipgh @nphu punwupnud, @p. Swpbwugh

2 hwugbnid”

The warehouse of |ContourGlobal Hydro Cascade

CJSC (point of acceptance) is located in the city of

Goris in Syunik Region, at 2 Grigor Tatevaci str.
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5. UUSUQUIrurverC MESL kE 2ZESEYEL 2ESEY3UL YU LALLELPL
SUPPLIERS SHOULD FOLLOW THE FOLLOWING RULES

- Muwhbunh wphtwnwipuhtt dwdbpt B wdkh

op tipynipwpphhg nippwie dudp 9°-hg Uhsh
1600 mhqmllu.lh dudwbwlny:

Working hours of the warehouse are from
9am to 16:00 local time every day from

Monday to Friday.

- Ppwpwpdwi huuinwpnpbpny, whap Jupnn k
Uninklw) Juipywlwh pEuph qihaunnp Untinphg
U unwbu dudwbwlju]np bduwghp Ununp
qnpdtint Jupswljwb okup b ywhbtuw: Uy
pupwgpnud tpwl Yninklgh yunnhpunnnth
Ukpluyugnighyp:

Together with delivery documents, or small
size supply goods, the person can approach
the main entrance of the administrative
building and obtain a temporary pass to
enter the administrative building and
warehouse. During this period the
Contractor representative will accompany

him.

- phintwpuhiwt wpliwwnwtpubpp whnp £
hpujutwgih dunwljupupp, b ytnp &
ogunugnpdh wylt wthwwnwlul
wupnywbwlui dhongubkpp, npniip
wupuwnhp B ndjug nwpuspoud:
(Lwiwubu hwdwduyukgut) wwnhpwwnnth
nkihyulut whynwignpypub pudih htwn):

The unloading works shall be done by the
Supplier and personal protective equipment
mandatory for the area shall be used. It
should be agreed in advance with the H&S

department of the Contracting Authority.

- Udunndbpbiwbbph juyubnudp Jupswjub
2tuph vwpwispnul yytnp £ funsplipnin unknsh
wj wpwbuynpwght thgngukph hudwp
(hpnhwiht, snuyoequnipynih b wyb):

Parking in the area of the administrative
building should not create obstacles for other
transportation  means (for  example

firefighting, ambulance, etc).

- Uwunwljwpupp wnwpdwl gnpsplpugp
wywnunbkinig hkinn withwwwn yhwp kph

wuwwnyhpwwnnth tmwpwspp:

The supplier should immediately leave the
Contractor’s location after finishing the

delivery activities.

- Pugupdwljuuybu wpgkpnud &, pugh
dwnwljupwpynn wypwbplbphg

Other than the supplied goods, it is strictly

forbidden to bring any other material to the
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wunnyhpuwnnth nwpusp phpk) gubiljugws wy)
wypwbip: Buinhy wipglynud £ phpky Yud
oqunugnpst) wnhnjughl, hngbutn,
pupwuhgng b wy blwbwinhyy ynipkp:

site of the Contracting Authority and use it,
for example alcohol, tranquilizers, drugs or

other similar substances.

6. QUETEUYNNRU, MPSUUNLNRT

PACKAGING AND LABELLING

- Uwnwlwpwpynn pnpnp wyypubpbitpp b
uwppwynpnudttpp whwnp k huku
qnpduwpuitiught hwpkpuynpgus
uhwnualibpm] und hunjuplus hudwawgt
wlyunwbq inpubiugynpuught b whywbdwb
Yulinblbph putn tyniptph $hqhlwphuhuwlu
hunnlnipiniiutiph:

All the supplied goods should be have
factory packaging labels or assembled in
accordance with the rules for safe
transportation and storage of materials,
according to their physicochemical

properties.

- Uuypuiiptbph whnwlugnpaodp byl
nith i) inbknknipnit wypwbpbbph
wwhywbnipjul pupwgpnid tpwtg
wqnkgnipjub Uwuhl, wenngnipjub
wupinujuiinipjub b wypubph winjnwbg
yuwhywinipjut dwuhb: Uy
ntntynipniitpp Yupnn B npudwnpdly
hywtu wypwiiph swquwl b wpnunpnipjwi
tnubwlutph thgngny: Nipny phuhluntitp
nilikl hwinnily ywhywhdwb wupdwbbbp:
Mhunwlutpp yhwnp Eunwb udpnpguljui
nbntlnipnit wypwbpbbtph whdunubg
oginugnnpsuw bt hwnnily dvhgngutiph
oquuugnpiiwl Jkpuipkpyu, antuuthbyng
Uhowywjph wnununnulhg, husutiu bub
thwplpwnpuub ywonywbnipniip

Product labeling aims to give information
about impact effects of their products during
the preservation, health protection and safe
guarding of the product. This information
can be obtained based on the product origin
and  manufacturing methods. Some
chemicals have special storage conditions.
Labels should give full information on the
safe usage of the products and special
measures to be taken to prevent pollution of
the environment, as well as packaging
should provide protection for vibration,

shock sensitivity, moisture, etc.
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ppponidubphg, qqunils hwpywéshg,
luntiwynipjniihg b wyju:

7. UNLULRLEP CUMIRLARUL MUZLEUSNRU / RECEIVING GOODS IN THE WAREHQUSE

Uwpwlplitph nipupwitynip wnwpnid unwugynid
£ Jupswuit pEuph inwpwépnud nknuljuydws
yuwhbkunnud Mwhbunh dwubwgbnh Ynnuhg
wnwig punniine: Mwhbunh dwutwgbnp
unnpugnnid £ wnwpnidt ninklgnn pintwghpp:
Unnpugpws thwunwpnpeh Ukl ophliwlp dtinud
E NMwhbunh dwubwgbnh dnwn, wnijuqb Uky
ophtily Uunud £ dwwnwlupuph dnwn:
Uwnuwpbbpp punnibdnud B wwhbunnd
wuwhbuinp dwubwgtnh Ynnuhg pugdws
unnwbiupn duh pinniidwl wlnh hhdwb Ypw:

Each supply of goods is received in the warehouse
located in the area of the administrative building
without being accepted by the store man. The store
man signs the waybill accompanying the supply.
One copy of the signed document remains with the
storeman. At least one copy of the documents
remains with the supplier. Goods are received in the
warehouse based on the Acceptance Protocol

standard form filled in by the storeman.

Gpt hwjnbwpbpymd &b wihwdwywnwupw-
wuwnghpjws U
wuynubiptikph dhol, wuyw yhwnp k htnlk] unnpl

Py pupwgulupgbpht:
wlhwlwyunwupiwinipniip

unipyniitipp wnupyud

Uju
wtnp k
hwunwunih wypubpubpl pinniinn ywhbunh b
Uwwnwlwpwph Ynndhg: Wi wupuquynud, bpb
npubp hwinhuwbind ki thwunwpnpbph Gud
hwdwyupgmd - ubpumsyws  wfjugbph  upowg,
wyw  thwunwpnpbpp whnp B ook, hul
unjujuipp hofust:

If there are discrepancies between ordered and
supplied products, then they should follow below
mentioned procedures. This discrepancy must be
approved both by the warehouse receiving goods
and the supplier. Whereas, if these discrepancies are
due to mistakes in documents or incorrect data
inserted in the system, then the documentation

should be corrected and details changed.

Ujta wnpwpdwl  wuwluup

hwunwunynud k, puguljuynn dhwynpubpp yhwnp &

ntwpmud,  bpp

[nwgnighy wnwpykl jud pk npuitp wihpudton

In case if the supply shortage is confirmed, missing
units should be delivered, or if they are not needed,

shall be deducted from the purchase order. In both
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sk, whunp b hwinkh Gudwh wwwnlbphg: Gplynu
ntuypnud £ whwp b wnbnkiuglh, phk wpynp
pugwliuynn  wypwbpubpp whnp £ wnpwpybu
Mwwndbpp  Junwpbim

b uwinwlnd, prk

wihpwdton bt ponupyly Ypknhnuwght wihgn

cases, it should be informed whether missing goods
must be delivered in order to complete the order, or
whether it is necessary to issue credit aviso for
reducing the order. Supply information should be

updated with amendments.

wuwunykpp  Wjugkgubnt hwdwp: Unwpdwb

nbntjuunynipiip whnp E pupdugyh

hwdwyuwinwuput nugnnudubpny:

Uj ujwpuquynud, Lpk Ywuywjwnne | In case if discrepancies are found in the quantities of
Juquulpynipjul ynnuhg hwunwinyjws | ordered and supplied goods approved by the

wnwpywsd b wwwihpyws pwhwlnipnibbbph
Uholu

wihwdwywnwupuwinienil, Fudwb wuwnybpp

huwjintwpbpynud L

pupdwugynul £ wpnugnibng - thwunwgh
wowpywd pubwynipnitikpp: Uy wupuquynud,
wnwpnidp ud hwohd-wypwipwghpp dkpdynid
tu dhgh np Uwwnwfwpwpp  sjupnquib
pufupuipt] Fudwt ywindbph ywhwbgubpp:

Ujn ghypnud,  tpk Uwnwlupuph - Ynnuhg
hwphy-wypwpwghpp s

hwdpund Sudwh yunipmad phipjus pubwljh

ukpyuyugwus

Yuid gnudwiph htin, Uwnwljupupp bbpjujuginud
E qudwl wuwwntph dognhn wiknkjuwnynipenth
wwipntiwynn unp hwyhy-wypwpwghpp:

Contractor, the purchase order should be updated to
reflect the actual quantity of the supplied goods.
Otherwise, delivery or invoice are being rejected,
till the supplier meets requirements of the purchase
order.

In case, when the supplier's invoice does not match
the number or amount reflected in the purchase
order, the Suppliers issues credit aviso for the wrong
document and presents a new invoice, reflecting

accurate information of purchase order.
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8 Ur2uvUerNhE3NALLE EY 21NPUUSPL QUUSURIRE

PROTOCOLS AND REFERENCE PAPERS

8.1 Uwunwljupwpynn wwypwbphbpp whwnp &
nunklgykh htnljw) huunwpnetpny

Supplied goods should be accompanied by the

following documents

- Zwbdtudwl - pugnibidwh wpdwbwgpnipnil

- Qnpbunnnih Ynmihg npguws npulh
ubpuhhlun

- Bpwippuppwihl pupn

- Cwhwgnpddwt hpuwhwiqukp (pun
withpudbsnnipjui)

- Qupbpwynpuwb phpp Jud wy gniguy

- Acceptance protocol

- Quality certificate given by the employer
- Warranty

- Instructions for use (if necessary)

- Packaging paper or other list

" Unylu nkuhjuljwb puinipugpnid pupgquuitinipjut wihuwwywnwuiwngpniiikph phypnud

wnwybnipnibp npynud Ehwgbpbt (Eqyny qpushi:

" In case of discrepancies related to the translation of this technical specification, the Armenian version shall

prevail.
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